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DURAFLEX® EDGE

SPLICING YOUR DURAFLEX EDGE BELT 

Caution: Improper installation can 
cause premature belt failure, damage 
to belt or conveyor, poor performance, 
or unnecessary downtime. 

 

 
Figure 1 

 
Safety Warning: Never attempt 
installation, repairs or maintenance on 
a moving conveyor belt. Always wear 
proper safety equipment during 
installation, repairs or maintenance. 
Keep clear of a moving conveyor belt 
at all times. 
 
Before Starting: Turn off and lock 
out conveyor power source. Release 
tension on belt. 
 

Tools Required: Needle Nose 
Pliers, Wire Ties, Safety Glasses 
 

Directions  
 

1. If take -up on the conveyor is adjustable, set 
to minimum for installation . 

2. Ensure that the belt is oriented in the proper 
direction of travel.  

3. If installation under tension is required, pull 
the ends together until they mesh, and use 
wire ties to secure belt ends for rod 
insertion.  

4. Using only the supplied Dura�ex Edge 
splice rods , begin inserting the rod through 

the openings of the meshed ends being 
certain to engage all openings. [Figure 1]  

 

 
Figure 2 

Ensure the hooked end of the splice rod is 
properly oriented and fully inserted into the 
belt edge. [Figure3]  

 
Figure 3 

Close the clinch on this edge of the belt as 
shown in [Figure 4] . The �nished clinch 
should appear similar to [Figure 5] .    
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Figure 4 

 

 
Figure 5 

 

7. On the opposite rod end, make the �rst 90 
degree bend. [Figure 6]  This bend should 
appear similar to [Figure 7] . 
 

 
Figure 6 

 

 
 

Figure 7 
 

8. Make the second 90 degree bend [Figure 8] , 
being sure that the �rst bend tucks into the 
opening on the edge of the belt. [Figure 9]  

 
Figure 8 

 

 
Figure 9 

 

9. Finally, close the clinch on this edge of the 
belt as shown in [Figure  10]. The �nished 
clinch should appear similar to [Figure 11 ].    

 
Figure 10 

 

 
Figure 11 


